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The Small angle TIle Calorimeter (STIC) provides calorimetric coverage
in the very forward region of the DELPHI experiment at the CERN LEP
collider. The structure of the calorimeters, built with a so-called \shashlik"
technique, gives a perfectly hermetic calorimeter and still allows for the in-
sertion of tracking detectors within the sampling structure to measure the
direction of the showering particle. A charged-particle veto system, composed
of two scintillator layers, makes it possible to trigger on single photon events
and provides e- separation. Results are presented from the extensive studies
of these detectors in the CERN testbeams prior to installation and of the
detector performance at LEP.
(To be submitted to Nuclear Instruments and Methods A)
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1The Small Angle Tile Calorimeter in the DELPHI Experiment
The Small angle TIle Calorimeter (STIC) provides calorimetric coverage in the very forward region of the DELPHI ex-
periment at the CERN LEP collider. The structure of the calorimeters, built with a so-called \shashlik" technique, gives a
perfectly hermetic calorimeter and still allows for the insertion of tracking detectors within the sampling structure to measure
the direction of the showering particle. A charged-particle veto system, composed of two scintillator layers, makes it possible to
trigger on single photon events and provides e- separation. Results are presented from the extensive studies of these detectors






colliders the luminosity is monitored by mea-
suring with high accuracy a well-known process, i.e.,
Bhabha scattering. The continuing progress in theo-
retical calculations and in Monte Carlo simulations of
this process has reached an accuracy of <1%
0
which has
stimulated the construction of better luminosity moni-
tors for high precision Z
0
physics at LEP. The diculty
in this task is given by the steep angular dependence of
the Bhabha cross section (d=d / 1=
3
) which makes
it necessary to extend the measurement to as small an-
gles as possible with a very well dened acceptance. In
the DELPHI experiment [1,2] an uncertainty of 1%
0
in
the luminosity measurement requires a control of the
biases in the shower position at the inner edge of the
acceptance at a level of 50 m.
In the present phase of the LEP research program, at





threshold, one of the main goals is the search for the











decaying into two jets and the Z
0
into . This
process is the most sensitive to a massive H
0
near the
kinematic limit, but it requires a very hermetic detector
















the photon or the electron escaping detection.
In 1992, the DELPHI Collaboration decided to meet
these challenges by replacing the existing luminome-
ter [2,3] by a new calorimeter, the Small angle TIle
Calorimeter (STIC) [4]. This detector has completed
the calorimetric coverage in the forward region and pro-
vided a monitoring of the luminosity with an uncertainty
of 0.9%
0
when taking data on the Z
0
peak.
The addition of a charged-particle veto system to the
detector allows DELPHI to take advantage of the rather






 in order to measure
the invisible decay width of the Z
0
. This measurement
requires a trigger on single photons and thus relies on
an ecient and fast photon identication system. Two
layers of scintillators, read out with 10 m long optical
bers, provide such a system.
O-energy electrons created in bremsstrahlung in-
teractions between beam particles and residual gas
molecules in the beampipe constitute the largest source
of background to a single photon study. The insertion
of two layers of silicon strip shower maximum detec-
tors within the sampling structure makes it possible to
measure the shower direction and thereby signicantly
reduce the o-energy electron background.
In the following the most salient features of the con-
struction of the STIC, the veto system and the silicon
strip shower maximum detectors will be described. This
is followed by a presentation of the testbeam studies of
these devices. Finally, the performance of the detectors








Figure 1. Drawing of one of the two calorimeters showing
the silicon shower maximum detector and the veto scin-
tillator counters. The "shield" and the "inner mask" are
tungsten rings used to protect the central tracking cham-
bers in DELPHI against low-energy photon background.
2. THE CALORIMETER
The STIC is a sampling lead-scintillator calorimeter
where the blue light produced in the scintillator by an
electromagnetic shower is carried to the photodetectors
at the back of the calorimeter by means of plastic optical
bers
1
doped with green wave length shifter (WLS). The
novel feature of the calorimeter is given by a projective
tower structure with continuous converter plates provid-
ing full hermeticity and eliminating non-uniformities in
the energy response typical of calorimeters built with
separate towers.
1
This type of calorimeter has been nicknamed shashlik calorimeter
from the Russian word for skewer since the bers traversing the
calorimeter layers look like skewers.
2Figure 2. The rst scintillator plane with the tower struc-
ture consisting of 16 sectors and 10 rings for a total of 160
towers for each calorimeter. The holes for the bers are
also shown.
The detector [5] consists of two cylindrical calorime-
ters placed on either side of the DELPHI interaction
region at a distance of 2200 mm, covering the angu-
lar region 29   185 mrad (65   420 mm in radius)
2
.
Each calorimeter is made up of two half-cylinder mod-
ules mounted around the beampipe (Figure 1) and sup-
ported by the LEP low-beta quadrupole-girder. A STIC
module consists of 47 layers of 3 mm thick lead plates
and 3 mm thick scintillator tiles. Two layers of silicon
strip detectors were inserted into the sampling structure
after 7 and 13 sampling layers. The total depth of the
calorimeter is 367.5 mm corresponding to 26 radiation
lengths.
The bers run perpendicularly to the lead (scintilla-
tor) layers through precision punched (drilled) holes and
collect the light over the whole depth of the calorime-
ter. They are uniformly distributed over the calorimeter
cross section (with about 0.79 ber/cm
2
), and the large
ber density, pioneered by Russian groups [6], reduces
to a large extent the non-uniformities in light collection
that are normally present with wavelength shifting tech-
niques [7].
The scintillators have been cut into segments (tiles)
in order to produce a tower structure with 10 rings and
16 sectors as shown in Figure 2. The radial width of the
scintillator rings in the rst layer is 35 mm for the inner
ring 1, 30 mm for rings 2 to 9 and 78 mm for the outer
ring 10. In order to prevent particles from tunneling
through the ber holes, the tower structure was made
such that while all towers point to the interaction point
2
In the DELPHI coordinate system, the x axis points towards the
center of LEP, the y axis points upwards and the z axis is in the
direction of the electron beam.  is the polar angle w.r.t. the z
axis and  is the azimuthal angle around the z axis. The radius
(R) from the beamline in STIC is given by R(mm) = 2200tan().
in the radial direction, they are twisted by three degrees
in azimuth. To obtain this, the border of the sectors
were displaced by 375 m from one plane to the next,






Figure 3. A drawing of one of the lead converter plates
showing the aluminum ring around the edge.
2.1. Mechanical construction
The converter plates were made of lead plates
strengthened by two steel foils (100 m thick) glued
to both sides of the lead using a resin pre-impregnated
berglass cloth (resulting in a total thickness of 3.4 mm).
A schematic drawing of a converter plane is shown in
Figure 3. Around the outer edge is an aluminum ring
(7.5 mm wide) which acts as the support structure for
one converter/scintillator layer. Aluminum was chosen
as support material because its thermal expansion coef-
cient is very close to that of the lead-steel plates and
this reduces the geometrical distorsions that could be
caused by thermal stress. The radial thickness of the
ring is minimal in order to reduce the inactive part of
the calorimeter. A stack of 49 layers are held together
by 62 steel rods (5 mm) going through the holes in
the ring. A half-hole (shown enlarged in Figure 3) at
each end of the aluminum ring was used for position-
ing of the layer during the stacking and for guidance of
the two half-cylinder modules when they were mounted
around the beampipe.
The requirement of a very high mechanical accuracy
motivated the following production technique:
 The scintillators were made of injection molded
polystyrene doped with 1.5% paraterphenyl and
0.05% POPOP. A total of 470 dierent shapes of
scintillator tiles were needed to complete the tower
3structure. The scintillator tiles were attached to
the converter plates by means of precision pins
(1 mm) located in reference holes drilled in the
scintillator and converter layers. The tiles were
machined from a slab of scintillator in one opera-
tion (edges, ber holes and positioning pin holes).
The positions of the pin holes with respect to the
edges were measured on an optical bench and the
dierences to the expected values were less than
30 m after sampling 10% of the tile production;
 The converter plates were then machined to the
nal shape and positioned on a numerically con-
trolled punching machine which made all the ber
holes;
 The aluminum ring was glued to the edge of the
converter plate. The plate was then positioned on
a numerically controlled milling machine located
in a room maintained at 23.50.5

C, and the two
reference half-holes on the aluminum ring and the
holes for the alignment of the scintillator tiles were
made. The distances between the centers of the
two reference half-holes were the same to within
20 m for all layers (veried with an optical bench
in a controlled temperature environment). The
thicknesses of the aluminum rings were measured
to be within 2 m of their nominal values. This
translates into a dierence in thickness between
the various STIC modules of less than 100 m;





between the absorber and the scintillator plane in
order to increase the light collection, and also be-
tween tiles for optical separation. This paper was
cut and the ber and pin holes were made with a
numerically controlled laser mill;
 The mounting of the scintillator tiles and the
Tyvek
r
paper on the converter plate was made
manually by using the two precision positioning
pins in each tile.
The overall accuracy of the assembly was determined by
measuring, on a high-precision X-Y table equipped with
optical measuring devices, the center and the radius of
the circumferences dened by the edges of the rst three
tile rings (for all the calorimeter layers). The resulting
distribution showed that the centers and the radii were
less than 50 m from the specication in all layers.
2.2. Optical bers
Two types of WLS bers have been used in STIC: Ku-
raray Y7 with single cladding made of uorinated plex-
iglass until 1995 and Kuraray Y11 with double cladding
from 1996 onwards. The WLS bers absorb light at
420 nm and have an emission peak at 500 nm. The
Y7 bers had a length varying between 500 and 517 mm,
while the Y11 are 20 mm longer. The bers were pol-
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The light yield and the attenuation length of all the
bers in the calorimeters were measured before assem-
bly. For this purpose, an automatic test-bench based on
a computer-controlled scanning table, with a precision
of 20 m, was used. In the test-bench a thin scintillator
excited by a radioactive
90
Sr source was moved along the
ber, and the light output from the bers was measured
with a photomultiplier.
In order to avoid local light yield non-uniformities in
the calorimeters, the measured light yield and the at-
tenuation length were used to group the bers. During
the assembly, bers from the same group were used for
each individual tower. Approximately 10% of the 10,000
bers studied were discarded, either because visual in-
spection revealed damage or because the measured at-
tenuation length was less than 130 cm or because there
were defects in the individual light attenuation pattern.
Photocathode type Bialkali
Useful photocathode diameter 22 mm
No. of dynodes 2
Anode dark current  0:1 nA
Quantum e. at 500 nm  10%
Typical gain (HV= -900V, B= 0 T)  30
Table 1. Characteristics of the Hamamatsu R2149-03
tetrode.
2.3. Phototetrodes and front-end electronics
The light from the bers coming from one tower was
viewed through a 5 mm air gap by a 1" Hamamatsu
R2149-03 phototetrode. The main characteristics of
this device are given in Table 1. The tetrode ampli-
cation chain consists of a bialkali photocathode, a ne-
mesh dynode, a ne-mesh anode and a plate dynode.
Secondary electrons from the ne-mesh dynode are col-
lected by the anode, in part directly after emission and
in part after multiplication on the plate dynode. The
tetrodes were tested in a laboratory set-up with the op-
erating voltages set to -900 V, -500 V and -180 V for the
cathode, the ne-mesh dynode and the plate dynode re-
spectively [8]. The total gain was then about 30 due to
a multiplication factor three between the cathode and
the ne-mesh dynode and a multiplication factor ten
between the ne-mesh dynode and the anode.
Inside the 1.2 T magnetic eld of DELPHI, the





4ated electrons inside the tetrode, producing a signicant
dependence of the relative gain on the orientation an-
gle. The upper plot in Figure 4 shows the dependence
of the gain on the angle, at a eld of 1.2 T, for ve
dierent tetrodes, while the bottom plot shows the av-
erage prole for a sample of 25 tetrodes. An increase in
gain of 20% is obtained by tilting the tetrodes by 15
o
,
and the tetrodes were therefore mounted with this angle
in STIC. Figure 5 shows the ratio of the gain at 1.2 T
to 0 T for a sample of 280 tetrodes when these were
mounted at an angle of 15

w.r.t. the magnetic eld
direction.
Figure 4. Distribution of gains as a function of the orien-
tation angle with respect to the magnetic eld direction for
a sample of 25 R2149-03 Hamamatsu tetrodes in a 1.2 T
eld. The upper plot shows the distribution for individual
tubes, while the bottom plot shows an average prole. The
error bars give the rms spread.
Each tetrode was placed inside an aluminum hous-
ing, containing a charge sensitive JFET preamplier
and a high voltage divider. The preamplier incorpo-
rates a high-pass lter to eliminate the microphonics
noise induced by mechanical vibrations of the dynode
structure. The photodetector contribution to electronic
noise comes from the anode capacitance (10 pF) and
from the dark current (0.1 nA). The equivalent noise
charge, using a Gaussian shaping time of 500 ns, was 250
electrons. The preamplier gain was adjusted by means
of a resistor to 0.24 V/electron with a maximum out-
put signal of 1.5 V. The average rise time was 15 ns,
followed by an exponential fall (  10 s) to match
the shaper input characteristics. The dierential out-
put signals are fed via 40 m long cables to the counting
room where they are digitized. For testing purposes, a
set of programmable pulse generators allows injection of
a precise charge signal at the input of each preamplier.
2.4. The LED monitoring system
A luminosity measurement with 1%
0
systematic un-
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Figure 5. Distribution of the ratio of gains at 1.2 T to 0 T
for a sample of 280 R2149-03 Hamamatsu tetrodes.
and of the trigger system. A LED-based monitoring
system was built for this purpose [9].
Four driver boards were mounted on the front face
of each of the two calorimeters. Each board generates
the electrical pulses for ashing up to 40 light emit-
ting diodes. The LEDs
6
are inserted into plexiglass
tiles which are arranged in a layer in front of the rst
converter plane of the calorimeter in a way similar to
that of the regular STIC scintillator planes. The blue
light from the LED propagates inside the tile and is ab-
sorbed by the bers which continue out of the calorime-
ter into holes in the tiles. The re-emitted green light
propagates inside the bers to the photocathode of the
tetrode. This design allows monitoring of the stability
of the whole light collection chain.
The driver board can deliver pulses with indepen-
dently selected amplitudes to any combination of up to
40 LEDs and the selection is made via an 8 bit control
bus. The temperature stability of the system is bet-
ter than 0.3%
0
per degree and the rms variation of the
charge injected into a LED is <1%
0
for the maximum
signal. The stability of the LED signals was studied
during a seven hour time period, i.e., a typical LEP ll
lifetime. The variations of the signals, measured with
the calorimeter readout chain, was within 1.5%
0
.
The number of photoelectrons produced in the
tetrodes was measured with the LED system as a func-
tion of the high voltage and the amplitude of the LED


















was found to be independent of the am-
plitude but showed a dependence on the high voltage
with a maximum around 200-250 V and a decrease at
higher voltages (Figure 6). At LEP, the detector was
6
102CR-ND, manufactured by CREE.
5operated at 550 V, which gave N
eff
pe
= 306 per GeV av-
eraged over all the phototetrodes (rms= 64) in a mag-
netic eld of 1.2 T. Without magnetic eld this number
was 30% higher.
The number of photoelectrons produced at the pho-
tocathode (N
pe



















of dynode i [10]. In the laboratory set-up at -900V,
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Figure 6. The eective number of photoelectrons per GeV




as an average over all phototetrodes in the calorimeter, and
the measurement was done with a magnetic eld of 1.2 T.
3. CHARGED-PARTICLE VETO SYSTEM
Photons are identied and triggered on by requiring
that there is no signal in two sets of scintillators called
the large and the small veto counter. An unusual feature
of these counters is that the light produced in the scintil-
lators is transported out of the DELPHI magnetic eld
to the photomultipliers by WLS bers and clear ber
optical cables.
3.1. The large veto counters
The STIC large veto counters [11] consist of 64 trape-
zoidal scintillators assembled into two matching planes
on each side of DELPHI, at a distance of between 2010
and 2050 mm from the interaction point (Figure 1). The
center of the inner edge of the scintillators is at a radius
of 86 mm and the outer edge is at a radius of 379 mm.
The counters are made of 10 mm thick Bicron BC-408
plastic scintillator. The light is collected from each scin-
tillator by 28 55 cm long Kuraray Y7WLS bers glued
with optical cement
7
in two 8.35 mm wide and 1.2 mm
deep grooves, machined along each of the two longest
edges of the scintillator. The inner and outer edges of
the counter are coated with a reector paint made of
titanium dioxide in a water soluble binder
8
. The scin-
tillator is wrapped with Tyvek
r
paper to improve light





Figure 7. A drawing of one of the four small veto scintil-
lators and the groove along the outer edge which contains
the WLS bers. All distancies are in mm.
material.
The light is read out by a 10 stage Hamamatsu H3165
photomultiplier located outside the DELPHI magnetic
eld. The photomultiplier is coupled to the WLS bers
via a 10 m long ber optic cable made of 16 clear Ku-
raray polystyrene bers (1 mm). The photomulti-
plier side of the cable was terminated by gluing the 16
bers to the inside of a plexiglass cylinder and polish-
ing the surface with a diamond mill. At the counter
side, the ber optic cable was split into two bundles of
eight bers, and these bundles were glued into optical
connectors. The WLS bers from the scintillator were
terminated with matching connectors. The light trans-
mission across the connector was found to vary between
85 and 90%.
The counters were tested with cosmic rays using a
1.2 m long clear ber cable and one H3165 photomulti-
plier. The average response of the counters was found
to be 32 photoelectrons per minimum ionizing particle
(MIP). The clear ber cables, tested with a green light
emitting diode coupled to each of the connectors, gave a
distribution of the light transmission with an rms spread
of 9%.
3.2. The small veto counters
During data taking at the Z
0
peak, the inner edge
of the STIC acceptance was dened by a tungsten ring
(see Section 8). However, at higher energies this ring
was removed. This increased the coverage of DELPHI,
but at the same time it created a gap in the STIC veto
coverage in the critical region close to the beampipe.
In order to close this gap, scintillator counters were in-
stalled directly on the DELPHI beampipe, using a ange
for support (Figure 1). These two so-called small veto
counters are located on either side of the interaction
point at a distance of 1800 mm and each counter con-
sists of two scintillators. These are 10 mm thick and
have a half-ring shape with an inner radius of 56.5 mm,
an outer radius of 110 mm and a 15 mm straight section
at each end (Figure 7). The size of the inner radius is
dictated by the size of the beampipe, 55 mm in radius,
while the outer radius was chosen to match approxi-
mately the transition region between the STIC tower





6The light is collected by 16 WLS bers, 1 mm in di-
ameter and 110 mm long, with one end polished and
the other aluminized by sputtering. The bers are di-
vided into two bundles which, except for the length, are
identical to those used in the large veto system. The
bundles are glued with optical cement in two layers to
the inside of a 9 mm wide and 1.5 mm deep groove ma-
chined on the outer perimeter of the counters, as shown
in Figure 7. The rst layer contains nine bers, and the
seven remaining bers form a second layer in such a way
as to optimize the light collection. The bundle with the
bers glued directly to the scintillator collects 60% of
the light.
The counters were tested with cosmic rays before in-
stallation and gave a response of 12 photoelectrons per

































































Figure 8. Block diagram of the trigger and the readout
system.
4. TRIGGER SYSTEM AND READOUT
The trigger and the readout chain of the calorimeter
and veto system are shown in Figure 8. The 320 sig-
nals from the preampliers of the calorimeters are sent
to Fastbus shaper & ADC boards developed originally
for the forward lead glass calorimeter in DELPHI [12].
Analog sums of three or four towers are combined by
another module (SAD) into 45
o
overlapping sectors and
the resulting signals are discriminated with two dier-
ent thresholds. The low-threshold hit patterns are pro-
cessed by a programmable logic unit (LTS-DB) [13] to
create back-to-back Bhabha triggers used in the oine
calculation of the luminosity. The high-threshold bits
are used as a more selective trigger of Bhabha events
for the online luminosity measurement.
The scintillator veto counters are used to trigger on
single photon events. In this so-called neutral trig-
ger, the calorimeter signals are combined in 22.5
o
sec-
tors and the resulting analog sums are discriminated
(SVED) [14]. The signal from the 64 large veto coun-
ters are split and sent both to Fastbus ADCs
9
and to
discriminators (VDB) [15]. The hit patterns from the
calorimeter and the large veto counters are combined
in a logic unit to form the neutral trigger. The trig-
ger allows a signal in at most one of the two scintillator
planes in front of the shower. Both the veto counter
sector directly in front of the shower and its two neigh-
bours are considered, since the edges of the scintillator
sectors overlap.
The four signals from the small veto counters are also
split to a Fastbus ADC and to a set of discriminators
(ADB). If any of these discriminators are set the neutral
trigger is inhibited.
Figure 9. The pulse shape from two dierent showers
produced by dierent wagons as measured by the FADC.
Each bin corresponds to 140 ns.
In 1995, the LEP operation mode changed from col-
liding beams of eight bunches separated by 11 s to col-
lisions of four so-called bunchtrains each having up to
4 "wagons" or "minibunches" separated by 247 ns [16].
This entailed a loss of synchronization with the collisions
at the level of 370 ns and a deterioration of the STIC
9
1885F, manufactured by LeCroy.
7Figure 10. The time distribution of calorimeter signals
determined from the pulse shape. The Gaussian t to the
second peak has  = 21.0 ns.
energy measurement. The STIC readout was modied
to deal with the new situation. By using four sets of
discriminators for the veto counter signals (each gated
at the arrival time of a dierent wagon) it was possible
to determine which wagon had caused the interaction.
The veto counter hit pattern was also used to produce
the gate for the calorimeter ADCs. During the periods
when LEP was running in bunch train mode, the level
of ineciency (for Bhabha events) of the wagon tag-
ging was negligible, and only 1.7% of the Bhabha on-
line wagon tags were ambiguous. Furthermore, in most
of these cases, it was possible to determine oine the
true wagon number by comparison of the recorded ho-
doscope hit patterns with the position of the shower in
the calorimeter and thus to correct the measured en-
ergy. The fraction of Bhabha events in which the oine
wagon determination failed was about 0.3%
0
.
The veto counter cannot be used to determine the
wagon in single photon events since they are selected
on the basis of not having any signals in these detec-
tors. Instead the calorimeter signal itself is digitized
32 times by 8-bits FADCs (ADB) with a sampling in-
terval of 140 ns (Figure 9). From the position of the
rising edge of the digitized pulse it was possible to de-
termine the wagon number oine and to correct the
energy measurement accordingly. Figure 10 shows the
time distribution of calorimeter signals determined from
such a pulse shape measurement. A clear separation be-
tween electrons from two wagons can be seen and the
time resolution obtained with this method is 21 ns.
The FADC values are also used to calculate the ra-
dial position of the calorimeter showers in the trigger
logic. If the radius is less than 11 cm the neutral trigger
is rejected. In this way, a large part of the o-energy
electron background is suppressed and the trigger rate
is greatly reduced.
Figure 11. Layout of a 45
o
sector of the silicon shower
maximum detector with two of its eight Kapton cables
shown. The strip structure is not drawn; only the con-
nections to the strips are indicated. Note the holes for the
calorimeter bers which the signal wires have to avoid.
5. THE SILICON STRIP DETECTOR
Each STIC calorimeter was equipped with two planes
of silicon shower maximum detectors [17]. The reasons
for this were that
 it provides a means to reconstruct the shower axis
with 10 mrad accuracy and this improves the
rejection of o-energy electron background;
 it improves the coordinate resolution and the two-
shower separation;
 it provides a cross-check in the determination of
the STIC calorimeter acceptance in the luminosity
measurement.
The silicon planes were installed at depths of 4.0 and 7.4
radiation lengths inside the calorimeter and they cover
the angular region between 32.5 and 79 mrad. Radially,
the covered region starts at 71.5 mm (73.0 mm) from the
beam axis and extends to 174.2 mm (178.3 mm) for the
rst (second) plane. The two planes are slightly dierent
in order to match the projective geometry of the STIC
calorimeter. Each plane consists of 1 mm thick ceramic
tiles attached to a 3.5 mm thick aluminum plate and
is aligned by three dowels. The silicon detector was





Figure 12. Layout of the region surrounding a ber hole.
Both a top and a side view are shown.
the ceramic which was used to provide the backplane
biasing voltage for the diodes.
The detector is made of 300 m thick, high-resistivity
n-type silicon, with p-type strips implanted on the front
and an n
+
layer on the back. The circular strips cover
22.5
o
in azimuthal angle, i.e., one calorimeter sector,
and have a radial pitch of 1.712 mm(1.754 mm) for the
rst (second) plane. The radial granularity was chosen,
following simulation studies [18], to obtain an optimum
spatial resolution. In both planes the silicon detectors
are arranged in two concentric crowns. Each 45
o
sector
consists of three silicon wafers with one inner wafer cov-
ering two calorimeter sectors and two outer wafers each
covering one calorimeter sector. The inner wafers have
224 radial strips while the outer wafers have 36 strips
(Figure 11).
The main challenge in the detector construction was
to make the 1.4 mm diameter holes in the silicon for
the passage of the WLS bers. Three dierent tech-
niques for making the holes were tested: laser cutting,
ultrasonic grinding and chemical etching. All three tech-
niques gave satisfactory mechanical results. However,
the best quality to price performance was obtained us-
ing laser cutting
10
. The accuracy obtained in the hole
diameter was less than 10 m. The layout of the region
surrounding the holes is shown in Figure 12. The im-
planted strip is protected by a guard region extending
to 300 m from the edge of the hole. The total passive
zone around a hole has a diameter of about 3 mm. The
holes are always located between two strips, in order to
have strip continuity.
In order to evaluate possible damage to the substrate,
the strips with holes were compared to those without
10
MICRON Semiconductor Ltd., UK.
holes [19]. Figure 13 shows that there was a slight dier-
ence in capacitance, due to geometrical eects, between
the two sets of strips while the full depletion voltage
was the same. A special production of wafers without
holes showed leakage currents comparable to those of

















Figure 13. A comparison of the capacitances (top) and
of the full depletion voltages (bottom) between strips with
and without holes.
The strips were AC coupled to the readout and bi-
ased by means of a FOXFET scheme [20]. Each strip
acts as an independent source, while the gate and the
drain are common. The drain was put at the same volt-
age as the preamplier (5 V) in order to avoid current
ow in case of damage to the decoupling capacitance. A
voltage between 30 V and 50 V (depending on the detec-
tor) was applied to the backplane, in order to achieve
full depletion and to compensate for the voltage drop
between the strip and the drain. An aluminum pad was
used for charge collection on each strip. Two aluminum
wires, 33 m in diameter, were used to bond each pad
to a copper track
11
deposited on a exible cable which
brings the signals to the outer edge of the calorimeter
(Figure 11). The cable was made of a 50 m Kapton
12




sector of each silicon plane is connected to
a Microplex 4 (MX4) charge amplier with 128 chan-
nels and multiplexed output, designed by the Ruther-
ford Appleton Laboratory (UK) [21]. The signals from
the strips are sampled and stored twice, once before the
LEP beam crossing and once after all the charge in the
silicon has been collected, and the dierence between
the two measurements is sent to a dierential amplier.
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Figure 14. Scheme of the front-end electronics of the sili-
con detectors for a half cylinder STIC module. The silicon
detectors are connected to the MX4 fanin card by exi-
ble Kapton printed circuit cables. The fanins receive the
digital control signal from and send the analog dierential
outputs to the slave cards which amplify the signals. The
slave cards are plugged as daughterboards on a PCB on the
front of the calorimeter. This same PCB is used to bus the
digital and analog signals to a master card, which multi-
plexes 8-to-1 the analog signals before they are sent to the
Fastbus SIROCCO in the counting room for digitization.
sion of common mode spurious signals induced at the
detector level.
A special hybrid fanin card
13
matches the 0.5 mm
track pitch on the Kapton cables to the 44 m pitch
of the MX4 chip. It consists of a ceramic substrate on
which a 1 m aluminum layer has been evaporated under
vacuum and then imprinted by chemical etching. The
connections between the Kapton cables and the tracks
on the fanin were made by connectors
14
soldered onto
the fanin. Given the diculties of soldering directly
on the aluminum tracks, the solder pads were made by
evaporating in sequence a layer of titanium (0.05 m),
palladium (0.15 m) and gold (0.30 m), after which
another layer of gold (3 m) was added by galvanization.
At rst only chromium and gold were used, but this led
to unstable contacts to 10-15% of the pads.
A block diagram of the full front-end electronics chain
is shown in Figure 14. The output signals from the
ampliers (slave cards) are sent to the control room via
an 8-to-1 analog multiplexer (master card). The data
from each detector are clocked, at a 1 MHz frequency,
into a Sirocco IV Fastbus module [22], where they are
digitized by a ash ADC.
13































Figure 15. The measured and GEANT simulated energy
resolution for electrons from a testbeam going into the
center of one tower.
6. PERFORMANCE IN A TESTBEAM
6.1. Studies of the calorimeter
The conceptual design of the STIC detector was stud-
ied with a small prototype in 1992, to ascertain the en-
ergy resolution, the response uniformity and the accu-
racy of the position measurement [23]. These measure-
ments were repeated with two dierent STIC modules
in 1993 and the results can be summarized as follows:
 the energy resolution was
=E(%) = (1:52 0:02) (13:5 0:1)=
p
E;
 the contribution to the resolution from electronic
noise was negligible ( '90 MeV);
 the energy linearity was within  1%;
 the energy deposited by muons was 4:5 above the
pedestal.
Figure 15 shows a comparison of the measured energy
resolution with the results of a GEANT [24] based
Monte Carlo simulation [25]. In this simulation pho-
tons and electrons in the electromagnetic showers were
tracked down to cut-o energies of 50 KeV and 500 KeV,
for photons and electrons respectively. The modulation
of the energy response due to the presence of the bers
and the leakage of light between neighbouring scintilla-
tors was implemented in the GEANT Monte Carlo by
means of light collection maps. These give, as a func-
tion of the position where the energy is deposited, the
fraction of light collected in the same tower and in the
neighbouring ones. The light collection maps were com-
puted in a separate fast Monte Carlo program [26] that
was tuned to reproduce the test-bench measurements of

















Figure 16. Spatial uniformity of STIC response. The
curves in the lower half of the gure correspond to the
energy deposited in each tower while the curve in the up-
per half gives the overall energy deposit. The lines indicate
the 2% interval around the beam energy.
The comparison of the energy resolution formula ob-
tained from the testbeam data and the GEANT simula-
tion shows good agreement between the sampling terms
while there is a dierence in the constant term. This can
most likely be attributed to the diculties in simulating
the light collection mechanism.
The spatial uniformity of the energy response was
mapped by scanning the calorimeter radially with an
electron beam. The impact point of the particle was
measured with an accuracy of <40 m using an exter-
nal silicon microstrip telescope. The energy collected
by each tower and the overall energy measured by the
calorimeter are shown in Figure 16 as a function of the
radial impact point. Above tower ring 1, where the en-
ergy measurement is not aected by the shower leakage,
the response is modulated within a band of 2%. This
is due to the increase in light collection when the particle
enters the calorimeter close to a ber. The importance
of the continuous absorber used in STIC is apparent in
the uniformity of the response as the beam crosses the
tower boundaries.
The radial position of a shower was obtained from the
energy sharing between rings of calorimeter towers [28].
Radial scans were made of all tower rings and Figure 17
shows one such scan of tower rings 1 and 2 performed
with a 45 GeV electron beam and the external silicon
microstrip telescope. In this measurement, the ratio of
the energy deposited in the two rings is given as a func-
tion of the impact point from the telescope. The dis-
tance d
k
to the border between rings k and k + 1 was














Figure 17. The ratio of the energy measured in tower ring
1 and tower ring 2 versus the impact point measured by
the microstrip telescope.




is the measured energy in ring i. The quantity
d
k
() was measured for each border k in the testbeam.
For each shower the distances to the outer and the
inner borders of the ring with the maximum energy de-
posit were calculated. These two measurements were
combined to improve the resolution near the center of
the rings. Figure 18 shows the measured radial resolu-
tion as a function of the radius. It varies from 0.25 mm
in a narrow region ( 2 mm) around the ring borders
to 1.2-1.3 mm in the central regions of the rings.
In the same way as for the radial position, the algo-
rithm reconstructing the azimuthal angle of the shower
was based on the measured sharing of shower energy at
the border between adjacent calorimeter sectors. The
linear distance from the impact point to a border be-
tween two sectors was calculated with an estimator sim-
ilar to (1). Since the towers are larger in the azimuthal
direction than in the radial direction the azimuthal res-
olution is also poorer. The resolution in the azimuthal
direction in, for example, ring 4 varies between 1 mm
at the tower sector border and 4 mm at the tower
center.
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Figure 19. Energy deposited in the calorimeter as a func-
tion of the radial impact position (y) (top). The average
energy measured by the calorimeter (normalized to 45 GeV)
as a function of the radial impact position (bottom). The
region y  1 mm was covered by a tungsten mask. A t
of a Fermi function to the transition region at the mask
border is superimposed.
In a luminosity monitor it is essential to have a good
denition of the inner edge of the acceptance. This
can be achieved either directly by measuring the energy
sharing as described above or by using an accurately
machined tungsten mask which translates a cut in en-
ergy into a very precise radial measurement [3,23]. The
mask method was studied with the prototype calorime-
ter and a silicon microstrip telescope by scanning the
edge of a 6 cm thick piece of tungsten [29]. Using an
optimized value for the energy cut (e.g. 40 GeV for
45 GeV electrons), the transition region was measured.
The transition region was dened as the region where
the fraction of events with a shower energy larger than
the energy cut goes from 5% to 95% . The width of
this region gives the sharpness of the inner edge of the
used acceptance. The measurement, shown in Figure 19,
gives a transition region of 87 m for a t of a Fermi
function and 82 m for a t of a step function convo-
luted with a Gaussian distribution. The latter t gives
 = 25 m which is close to the expected resolution of
the measurement of the impact point. Therefore, it was
concluded that the mask method denes the inner edge




























Figure 20. The online pulse height distribution for dierent
strips after pedestal and noise subtraction (for one 45 GeV
testbeam electron).
6.2. The silicon shower maximum detectors
In 1994, a STIC calorimeter module equipped with
silicon shower maximum detectors was exposed to a
45 GeV electron testbeam. Both the silicon detectors
and the readout chain were the same as those used in
DELPHI.
The data showed the presence of a coherent noise
source that produced a common shift of the baseline.
Pedestal runs were taken between the testbeam runs to
monitor the noise and to determine correlation coe-
cients between the various strips. The noise was then
subtracted on an event-by-event basis by using the sig-
nals from the strips outside a shower and the correlation
coecients.
The measured signal-to-noise ratio in the strip with
the maximum energy deposit was about 40 for a 45 GeV
electromagnetic shower. Figure 20 shows an example of
an online pulse height distribution after pedestal and
coherent noise subtraction.
As shown in Figure 21, the transverse proles of the
shower, measured by the two silicon planes, agree well
with those of a simulation based on the GEANT pro-
gram.
The radial position of the incoming particle was esti-
mated, in both silicon planes, by means of a barycen-
ter method applied to the ve strips around the shower
maximum, without correcting for possible strip-to-strip
variations in gain. The distribution of the dierences
between the radial positions reconstructed by the two
silicon planes (Figure 22) provides a measurement of the
angular resolution in the reconstruction of the direction
of the showering particle. The 0.63 mm FWHM of the
distribution translates into an angular resolution of 13
mrad, since the distance between the two silicon planes
is 51.7 mm. This resolution is in good agreement with
the 10 mrad resolution aimed for in the proposal [4] for
the detector.
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Figure 21. Transverse shower proles, for 45 GeV elec-
trons, in the rst (at 4.0 X
0
) and second (at 7.4 X
0
) sili-
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Figure 22. Dierence between the radial positions recon-
structed in the two silicon planes.
6.3. The veto counters
Two scintillator counters, covering one calorimeter
sector, were mounted on a STIC module in a testbeam.
They were positioned at approximately the same dis-
tance from the calorimeter as in DELPHI and were read
out with the same type of photomultipliers and a 10 m
long clear ber cable. The purpose of the test was to
measure the response of the counters to minimum ion-
izing particles (MIPs) and more importantly to deter-
mine the loss of photon initiated showers due to shower
backsplash from the calorimeter, the so-called \albedo"
eect.
The response of the veto counters, measured with
45 GeV electrons, was independent of the position of
the impact point and was 20 photoelectrons per MIP.
With a MIP dened by a cut on the pulse height at 3
above the pedestal, more than 99.7% of the electrons
fullled the MIP requirement in both counters.
Figure 23. Pulse height distributions for electrons (the
dashed histogram) and for pions (the shaded area).
The pulse height distribution for pions was quite dif-
ferent from that of electrons (Figure 23). The distribu-
tion for the electrons had a tail at large pulse heights,
absent for the pions, and due to the albedo. When the
counters were placed at a distance of 2 m in front of the
calorimeter, the energy distributions for electrons and
for pions were identical.
The most direct way to measure the albedo would be
to expose the calorimeter and the veto counters to a
photon beam and count the fraction of showers in STIC
giving a pulse height in the veto counters consistent with
that of a MIP. No photon beam was available, however,
and therefore the pulse height from the counters was
measured with the electron beam hitting the center of
a calorimeter sector adjacent to the one covered by the
scintillators or at a distance of one and half sectors away.
The albedo was then dened to be the fraction of events
identied as MIPs when the electron beam hits STIC
but not the veto counters.
The results from a radial scan of two STIC sectors
with a 45 GeV electron beam are shown in Figure 24 as
a function of the STIC tower ring. The gure shows the
albedo for each counter separately and after requiring
that both counters give pulse heights consistent with
a MIP. In all cases the albedo was independent of the
radial position of the impact point. For a single counter
the albedo was 12% when the beam hit the center of
the adjacent sector and 7% when the impact point
was one sector further away. When both counters had
to satisfy the MIP cut the albedo was reduced to 5%
and  2% respectively.
The energy dependence of the albedo was measured
with the beam going into the center of tower ring 5 in
the sector next to the scintillators and by varying the
energy of the beam. The data showed an increase of the
albedo from 2% at 5 GeV to 6% at 100 GeV when
the presence of a signal in both counters was used to
dene the albedo.
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Figure 24. Fraction of events with a pulse height consis-
tent with a MIP when the beam hits a calorimeter sector
adjacent to the veto counters (triangles) and when the im-
pact point is one sector further away (circles). The two
upper plots show the albedo for each counter separately,
and the lower plot is for the coincidence between the two
counters.
Figure 25. The calorimeter energy response to 45.6 GeV
Bhabha electrons versus time.
7. PERFORMANCE AT LEP
7.1. Energy measurement
In order to achieve a good energy resolution, a pre-
cise knowledge of the calorimeter characteristics is re-
quired. This includes a monitoring of possible changes
with time. The time dependence of the energy response
of the calorimeter to Bhabha electrons, obtained by us-
ing the same set of calibration coecients for all the
data, is shown in Figure 25. A reduction of the mea-
sured energy of up to 2% per year has been observed.
The origin of this "ageing" eect is not well understood,
but radiation damage of the scintillators and/or bers
due to the synchrotron radiation has been ruled out.
However, when the bers were changed in 1996 it was
discovered that dust had accumulated on the bers in-
side the sampling structure and it is possible that this
could cause the observed reduction in light output.
The ageing eect is corrected for by calibrating the
Figure 26. The energy response to 45.6 GeV electrons as
a function of the azimuthal angle at four dierent radii.
Kuraray Y7 bers were use in this measurement.
calorimeter approximately once per month, using a sam-
ple of non-radiative Bhabha events, which deposit a
known amount of energy in the calorimeter. The cal-
ibration coecients c
j
are determined from the raw am-
plitudes A
ij




















The lateral energy leakage, determined from Monte
Carlo simulations, is subtracted from the beam energy
to give the expected energy E
expected
. The leakage is sig-
nicant in the inner and the outer parts of the calorime-
ter, and it has been parametrized as a function of the
reconstructed radial position of the shower. The steep
radial distribution of Bhabha events, with many more
calibration events in the inner rings than in the outer
rings, was taken into account by an event-weighting pro-
cedure.
The energy response of shashlik-type calorimeters
usually depends on the impact point of the incoming
particle. Figure 26 shows an azimuthal scan of the en-
ergy response using Bhabha electrons and a calorimeter
equipped with Kuraray Y7 bers. In this measurement
the impact point was measured by the calorimeter it-
self. Close to the border between tower rings one and
two the ber structure is clearly visible, and the non-
uniformity of the energy response is about 3%. At
higher radii the ber modulation disappears, due to the
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Figure 27. The energy resolution at 45.6 GeV as a function
of radius for a calorimeter with the old Y7 and the new Y11
bers. The resolution with Y11 is shown both with and
without the energy-map correction described in the text.
Figure 28. Energy response to 45.6 GeV electrons as a
function of the impact point (measured by the calorimeter
itself).
poorer azimuthal resolution, and is replaced by a tower
modulation causing non-uniformities of 6% at a radius
of 19.5 cm. This modulation is caused by the bending of
the bers at the back of the calorimeter. At high radii
the towers are large in the azimuthal direction and the
bers close to the tower sector borders have to be bent
more in order to be connected to the phototetrodes.
A measurement of the attenuation length as a func-
tion of the ber bending radius showed that the Y7
bers begin to crack when the bending radius is smaller
than 8 cm. In 1996 therefore, the Kuraray Y7 bers
were replaced with longer Y11 bers, which are less brit-
tle and less sensitive to bending. The improvement of
the resolution due to the ber change is demonstrated in
Figure 27, which shows the energy resolution as a func-
tion of radius. At small radii where the non-uniformities
are caused mainly by the increased light collection close
to the bers, there is a modest improvement of the reso-
Figure 29. The energy response to 92 GeV electrons as a
function of the azimuthal angle, measured with Y11 bers
at a radius of 10.5 cm. Both angles and radii were mea-
sured by the calorimeter itself. The upper plot shows the
energies before and the lower plot those after energy-map
correction.
lution. At large radii, however, where the ber bending
is the major cause of non-uniformities, a signicant im-
provement of the energy resolution was observed with
the new Y11 bers.
The non-uniformities are reduced further by mapping
the energy response as a function of the impact point.
The R    dependence of the energy response of one
STIC tower to non-radiative Bhabha events is shown in
Figure 28 as a function of the reconstructed position of
the shower. The peaks in the distribution correspond
to the positions of WLS bers. Figure 29 shows how
the ber modulations are reduced after applying a cor-
rection based on such an energy map. The nal en-
ergy resolution at small radii after correction is given
in Figure 30 as a function of the energy. The resolu-
tion predicted by GEANT simulations agrees well with
the resolution measured with the new Y11 bers. The
measured resolution was parameterized as
=E(%) = (0:68 0:09) (14:1 0:4)=
p
E
where the energy E is in GeV. The contribution to the
second term from photoelectron statistics was estimated
with the LED system to be around 5-6%/
p
E (see Sec-
tion 2.4) and the resolution due to sampling uctuations




As mentioned previously, both the radius and the az-
imuthal angle of the impact point of the shower can be
measured on the basis of the sharing of the deposited
energy between nearby calorimeter towers. The recon-
struction method relies on the testbeam measurements
described in Section 6.1. A specially designed platform
was used at the testbeam in order to make the beam en-
ter the calorimeter in the same way as at LEP, i.e., fol-
lowing the projective geometry of the calorimeter. How-
ever, small discrepancies between the testbeam set-up
15
Figure 30. Energy resolution at small radii after energy-
map correction with the old Y7 and the new Y11 WLS
bers. The resolution from a GEANT Monte Carlo simu-
lation is also shown.
and the positioning of the calorimeters at LEP together
with the strongly varying resolution caused biases in
the radial reconstruction. These biases were studied by
comparing the measured radial distribution of Bhabha
events with what was expected from the Monte Carlo
simulation and a correction function was derived [31].






















Figure 31. The pulse height distributions of the strips with
the maximum signal in the silicon detectors.
The silicon strip detectors can be used to improve
the measurement of the radial position and the two-
shower separation. In these detectors the strips with
the largest signal, after coherent noise subtraction [32],
are used as the seed in the shower reconstruction algo-
rithm [33]. The pulse height distributions of the strips
with the largest signal are shown in Figure 31 for 80 GeV
Bhabha electrons and for electrons with an energy be-








































Figure 32. The angular resolution of the two silicon strip
planes, the radial resolution of the second silicon strip
plane, the radial resolution of the calorimeter and the ra-
dial resolution of a weighted average of the radii from the
calorimeter and the two silicon planes. Points correspond-
ing to the positions of ber holes are marked as stars. All
measurements were made with 92 GeV electrons.
The radius and the azimuthal angle of a shower in
the silicon planes are calculated by taking into account
the signals of strips located at most one sector away
in azimuth from the strip with the maximum and at
most three strips away radially. The radial reconstruc-
tion uses the seven radial sums 
i
of pulse heights over
the three sectors. After determining which sum 
j
is





is used to calculate the radial po-
sition. The azimuthal angle is calculated with a two-
dimensional barycenter method, where the strips are



































Figure 33. The radial resolution versus energy for the
silicon strip planes and the calorimeter. The resolution of
the silicon detector at the radii of the ber holes is given
in the leftmost plot together with the resolution of the
calorimeter in the center of the towers. The rightmost plot
shows the resolution in the regions between the holes in the
silicon planes and at the tower borders in the calorimeter.
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Figure 34. Two close showers are well separated in a silicon
plane (top) and not separated in the calorimeter (bottom).
The uppermost plot in Figure 32 shows the angular
resolution as a function of radius for 92 GeV electrons
at LEP. In this measurement, a large sample of Bhabha
electrons was divided into radius bins with a width of
2 mm, and the angular resolution was determined by t-
ting a Gaussian to the distribution of the dierences in
reconstructed radius between the two silicon planes for
each bin. The resolution plot shows a regular pattern
of points, separated by about 1 cm in radius, where the
resolution is signicantly poorer than elsewhere in the
the detectors. These points correspond precisely to the
radial locations of the holes that allow the wavelength-
shifting bers to pass through the silicon detectors. The
angular resolution at 92 GeV is approximately 9 mrad
except in the regions of the holes, where it varies be-
tween 11 and 15 mrad. At 45 GeV, the corresponding
numbers are 14 mrad and 17-25 mrad.
The three distributions of dierence in radius between
the two silicon planes and between each of the silicon
planes and the calorimeter allowed an approximate cal-
culation of the individual radial resolution of each de-
tector as a function of radius. Figure 32 shows these
resolutions for silicon plane 2 and for the calorimeter.
While the silicon resolution is poorer in the region of the
ber holes, the calorimeter resolution shows the same
behaviour as was observed in the testbeam with minima
at the tower borders and maxima at the tower center.
A weighted average of the three radius measurements
gives a resolution of 100-300 m.
The resolution of the reconstructed radii in the sil-
icon detectors is energy-dependent and improves with
increasing energy. This is shown in Figure 33 which de-
picts the minimum and the maximum resolution in both
the silicon planes and the calorimeter as a function of
energy.
In addition to the position measurement, the silicon
detectors can be used to improve the two shower sep-
aration. An example of this is given in Figure 34. In
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Figure 35. Distribution of reconstructed vertices of


























Figure 36. The eciency of the silicon vertex reconstruc-
tion as a function of calorimeter energy (top) and radius
(bottom). The points marked with stars indicate the loca-


















Figure 37. Fraction of Bhabha events surviving a cut on
the reconstructed vertex versus fraction of o-energy elec-
trons surviving the same cut. Each point represents an
increase by 10 cm of the cut on the vertex, beginning with
a cut at 10 cm near the lower left corner.
7.3. Rejection of o-energy electrons with the
silicon strip detectors
O-energy electrons are created in bremsstrahlung
interactions between beam particles and residual gas
molecules in the beampipe and may have their origin
anywhere in the LEP beamline [34]. They can be re-
jected by a cut on the vertex reconstructed with the
silicon strip detectors [33]. This vertex is calculated by
extrapolating the track, formed by the two radial coor-
dinates measured by the silicon, to the beamline. The
vertex position is then dened as the distance from the
intersection of the track with the beamline to the inter-
action point. The distributions of reconstructed vertices
of a sample of 80 GeV Bhabha electrons and of a sam-
ple of o-energy electrons are shown in Figure 35. The
vertices of the Bhabha electrons are peaked in a nar-
row distribution around the interaction point, while the
o-energy electrons have a much broader vertex distri-
bution. The \holes" in the distributions of Figure 35,
at about 2.5 m from the interaction point, are due to
the geometrical acceptance of the silicon detectors which
makes it impossible to reconstruct silicon tracks which
cross the beamline close to the position of the two silicon
planes themselves.
The eciency of the vertex reconstruction is dened
as the fraction of showers detected in both silicon planes.
Figure 36 shows this eciency as a function of energy. It
is nearly constant at a level of 90% at energies above
25 GeV. However, the eciency as a function of the
radius is not constant since it drops by 1-1.5% at those
radii where the holes for the wavelength-shifting bers
are located.
Figure 37 shows the fraction of Bhabha electrons sur-
viving a cut on the reconstructed vertex compared to
the fraction of o-energy electrons surviving the same
cut. A requirement that all silicon vertices are within
0:5 m of the interaction point keeps 61% of the Bhabha
electrons and rejects 89% of the o-energy electrons. A
looser cut at 1:0 m keeps 80% of the electrons from
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Figure 38. The trigger eciency for photons (top), the
eciency of the oine photon identication (center) and
the probability that an electron will be misidentied as a
photon (bottom). In all plots open circles denote a re-
quirement of no hits in at least one scintillator plane, lled
circles no hits in either plane and stars the eciency of the
small veto counter.
7.4. Electron-photon separation
The eciency of the single photon trigger has been
studied with a sample of radiative Bhabha scattering
events with the photon in STIC, one electron in the
beampipe and the other electron in the forward lead
glass calorimeter [35]. The selected photons had energies
between 60 and 90 GeV. The eciency of the single
photon trigger for this sample is shown in the uppermost
plot of Figure 38. The eciency varies between 54% and
10% depending on the thickness of the material that the
photons traverse before reaching the veto counter.
In the oine analysis, additional harder cuts on the
veto counter pulse height were made. These had a at
eciency of 95% (Figure 38 center). The rejection of
electrons could be improved further by requiring no sig-

















Figure 39. The ratio of the photon energy to the beam
energy (X

) of single photons in STIC. The dark shaded
area is the background from QED processes and the light





while the solid line is the sum of both.
tons that survived the trigger requirement and the pulse
height cuts were lost (mainly due to albedo eects).
The rejection of electrons was studied with a non-
radiative Bhabha sample. The probability that an elec-
tron would give a signal in one plane of the veto counter
was measured to be 99.8% and the probability that an
electron would be wrongly identied as a photon was
measured to be (1  4)  10
 3
(Figure 38 bottom). Due




!  events in the Bhabha sam-
ple, it was not possible to measure directly the rejection
by the veto counter when a requirement of no signal
in both planes was made. However, from the electron
eciency one can estimate it to be  4  10
 6
.
Figure 39 shows the energy spectrum in STIC of single
photon events at
p
s =183 GeV [36]. A clear radiative






 !  is
visible.
8. THE LUMINOSITY MEASUREMENT
At LEP the luminosity is measured by counting the









(n) ( < 200 mrad)
The Bhabha events are selected by requiring two back-
to-back electromagnetic showers at small angles with
respect to the beamline and having the same energy as
the beams.
A calorimetric event selection is preferred since it re-
duces the sensitivity of the measurement to the know-
ledge of the material in front of the luminometer. This
selection procedure is also well matched with the the-
oretical requirements for a precise calculation of the
accepted cross section, because it retains both non-
radiative and radiative Bhabhas and therefore it reduces
the sensitivity to the dierential distributions of any
emitted photons.
The ducial region was dened by radial cuts which
were asymmetric on the two sides of the experiment
(called \the narrow side" and \the wide side" respec-
tively). This choice, common to all the experiments
at LEP, minimizes the sensitivity of the measurement
to movements of the interaction point and to displace-
ments of the centers of the calorimeters with respect to
the beamline [37].
In the following subsection a short summary of the
key points in the luminosity determination is given. For
more details see [38].
Figure 40. Radial distribution of Bhabha events measured
by STIC on the narrow side and from a GEANT Monte
Carlo simulation. The sharp cut at R ' 96 mm is due to
the tungsten ring that denes the acceptance.
8.1. Event selection
The steep angular dependence of the Bhabha cross
section is illustrated in Figure 40. Since the dieren-
tial cross section is proportional to 1=
3
the most severe
requirement for the luminometer is a precise denition
of the inner edge of the acceptance on the narrow side.
While the other experiments at LEP1 applied a cut on
the reconstructed radius of the electromagnetic showers,
in DELPHI the rst tower ring of the calorimeter was
covered on the narrow side with a well machined tung-
sten ring (\the W nose"), which was 6 cm thick and
projective to the interaction point.
As shown in Figure 41, the W nose made it possible to
dene the inner edge of the acceptance by a simple cut
on the energy of the shower, since the electrons which










Figure 41. STIC and the tungsten shields at LEP1.
On the side opposite the mask, i.e., on the wide side,
cuts were applied to the reconstructed radius of the elec-
tromagnetic shower.
The sample of Bhabha events was selected by consid-
ering, in both STIC arms, the most energetic cluster.
The following selection criteria were applied:





be larger than 65% of the beam energy;
 the acoplanarity, i.e., the dierence in azimuthal






 the reconstructed radius of the cluster on the wide
side (R
A
) had to be between 8.2 cm and 28 cm;
 the reconstructed radius of the cluster on the nar-
row side (R
C
) had to be less than 25 cm.
The requirements on energy and acoplanarity rejected
background caused by an accidental coincidence be-
tween two o-energy electrons. The energy cut also de-
ned the inner edge of the acceptance on the narrow
side, while the rest of the acceptance was determined
by cuts on the reconstructed radii of the clusters.
8.2. Evaluation of the accepted cross section
The evaluation of the Bhabha cross section accepted
in the ducial volume of STIC was made with Monte
Carlo programs in two steps. The events were generated
with the BHLUMI 4.03 program [39] and they were then
tracked inside the calorimeter by the GEANT program
described previously (see Section 6.1).
The total theoretical uncertainty in the calculation of
the accepted cross section amounted to 1:1 10
 3
. It was
mainly related to the truncation of the QED perturba-
tive series, and to the technical precision in the Monte
Carlo implementation.




! () events, which in
a calorimetric measurement are indistinguishable from
Bhabha scattering events, was evaluated with another
Monte Carlo program [40]. The contribution of this
process was found to be 

= 28 pb, corresponding
to 5  10
 4





































Figure 42. Dependence of the accepted cross section on
the transverse position of the IP (top), on its longitudinal
position (center) and on tilts of the beam (bottom).
8.3. Eect due to IP displacements
A displacement of the interaction point (IP) with re-
spect to the center of the STIC system changes the
cross section accepted inside the detector. This was the
largest source of systematic uncertainty in the luminos-
ity measurement.
IfD is the distance from the front face of the calorime-








=D) for a movement
z
IP

















for a movement r
IP
in the transverse plane along the x
direction.
The full 2 coverage of the detector in azimuth cancels
out the rst order dependence of the visible cross section
on a movement r
IP
in the transverse plane, provided
that r
IP
is smaller than half the dierence between the
R
min


















is the accepted cross section without a dis-
placement of the IP.
The W nose eliminates the possibility of alternating
the wide and the narrow side for each event. Therefore,
in the case of a longitudinal displacements (z
IP
), the





























The above relations are obtained with the assump-
tion of a point-like luminous region and non-radiative
Bhabha events. A more precise study was made with
Monte Carlo simulations. Figure 42 shows that the re-
sult of the simulation of a transverse or a longitudinal
displacement follows what is expected from (2) and (3).
Only the coecients in the formulae are slightly dierent
from what is obtained with the Monte Carlo program.
Tilts of the beamline with respect to the calorimeter
centerline was also studied with the simulation. As in
the case of transverse displacements, it had a depen-
dence which was quadratic in the tilt angle.
Figure 43. The dierence between the positions along
the beamline of the IP measured by STIC and by the mi-
crovertex detectors versus the average radius measured by
the two calorimeters.
8.4. Measurement of the IP
The possibility of a determination of the position of
the interaction point by STIC was important in order to
reduce the systematic error in the luminosity measure-
ment [31].
The position of the IP was measured by STIC, on a ll













from the IP to the straight line connecting the back-
to-back showers of the Bhabha event, corrected for the




The statistical accuracy in the reconstruction of z
IP
using Bhabha events was found to be satisfactory, and
the comparison of the IP coordinates measured by STIC





















) = 280 m
As discussed above, the largest sensitivity of the ac-
cepted cross section to the IP position turned out to





change in the measured lumi-
nosity. Since z
IP
was calculated from radial measure-
ments made by STIC, an accurate control of system-
atic uncertainties in the radial reconstruction over the
full STIC surface was needed. In order to check this,
z
IP






)=2 which is the average of the measured
radii of the two showers in the Bhabha event. Figure 43











R > 12 cm any bias is less than  0:3 mm,
corresponding to a systematic uncertainty of 3  10
 4
in
the luminosity determination. After taking also other
biasing eects of the radial reconstruction into account,
a total error of 4  10
 4
was obtained. In addition, the
radial mechanical positioning of the STIC towers was es-




Another source of systematic errors is the position of
the two STIC calorimeters with respect to each other.




= 4400:5 0:6 mm
and the 0.6 mm error translates into a systematic uncer-
tainty in the luminosity of 3 10
 4
. Another uncertainty
of the same size stems from temperature variations in
the LEP tunnel, which could alter the distance between
the two calorimeters. A summary of all contributions
to the systematic error from the determination of the
interaction point is given in Table 2.
8.5. Evaluation of the systematic errors
The major question in the luminosity analysis is how
well the systematic errors in the analysis can be con-
trolled. The estimated systematic errors from all known
sources are given in Table 3. The largest source of uncer-
tainty, i.e., the IP position, has already been discussed.
Other contributions will be described briey below.
8.5.1. Energy and acoplanarity cuts
The purpose of the energy and acoplanarity cuts was
to reject o-energy electron background. Figures 44 and
21
Source of systematics Contribution to L=L
distance STIC modules = 3  10
 4








(reconstruction) = 4  10
 4
IP position = 6  10
 4
Table 2. Summary of the contributions to the systematic
error due to the uncertainties of the positioning of the
calorimeters with respect to the IP.
Source of systematics Contribution to L=L
IP position = 6  10
 4
Mask technique = 4  10
 4













cut = 2  10
 4
Acoplanarity cut = 1  10
 4
Energy cut = 3  10
 4
Background subtraction = 2  10
 4
Trigger ineciency = 2  10
 4
Total experimental = 0:9  10
 3
Total theoretical = 1:1  10
 3
Table 3. Summary of the contributions to the systematic
error on the luminosity.
45 show the variation of luminosity when the cuts are
changed around their chosen values.





translated into a variation of the luminosity
of 2  10
 4
. The luminosity was even less sensitive to
variations of the acoplanarity cut, and the contribution
to the error was estimated to be less than 1  10
 4
.
8.5.2. Geometry of the mask
Due to the angular dependence of the Bhabha cross
















The goal of a <1%
0




= 96 mm therefore leads to a require-
ment of R  50 m.




could be measured with a resolution better than








could, due to the large Bhabha cross
section, be neglected.
In order to ensure that mechanical biases did not in-
uence the determination of R
min
C
, the mask geometry
was measured in two dierent ways:
 a rst measurement was made (with an accuracy
of 3 m) of the absolute radius in 18 azimuthal
positions;
 a second measurement was made (with an accu-
racy of 0.1 m) of deviations from circularity in
24 azimuthal positions.




' 20 m, which translates into an error of 410
 4
in the luminosity determination.
8.5.3. Radial cuts




= 8.2 cm) cuts o the radiative tail of the Bhabha
scattering distribution and it was evaluated to con-
tribute 2  10
 4
to the systematic error. Possible biases




= 25 cm and R
max
A
= 28 cm) gave
a contribution of 2  10
 4
to the systematic uncertainty.
In addition, the mechanical accuracy of the tower po-
sitioning in the calorimeter has to be taken into account.
This was measured during assembly and found to be bet-
ter than 50 m in all layers (see Section 2.1). Assuming
that the eective number of samplings contributing to
the measurement of the spatial position of each shower is
about 20, this translates into mechanical biases of about
10 m in the position determination. This is negligible
compared with the biases coming from the reconstruc-
tion method itself.
8.5.4. Energy of the beam
The uncertainty of the measured beam energy en-
ters into the luminosity measurement since the accepted
cross section changes with energy due to two dierent
eects:











Close to the Z
0
peak a good approximation of the un-









Given that the uncertainty in the absolute energy of the
LEP beam is at the level of 1 MeV, the contribution to
the systematic uncertainty is negligible.
8.6. Luminosity at LEP2
During data taking at energies above the Z
0
peak
most physics channels of interest are statistically lim-
ited and there is no need for a very precise knowledge of
the luminosity. The W nose used in the luminosity de-
termination was therefore removed before the 1996 LEP
run at
p
s = 161 GeV, in order to increase the forward
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Figure 44. Comparison between data and simulation of
the distribution of the energy of the lowest energy shower
in Bhabha events (top). The solid line is the Monte Carlo
data. The arrow indicates the cut used in the analysis.
Variation of the measured luminosity versus the energy cut
(bottom).
The luminosity analysis was the same as during Z
0
running except that the inner acceptance on the narrow
side was dened by a cut on the reconstructed radius
(R > 10 cm). After the removal of the nose, the two
sides of the detector are identical, and it is possible to
alternate at each event the narrow and the wide side.
This reduces the sensitivity of the measurement to the
position of the interaction point.
The overall systematic uncertainty is, however, com-
pletely dominated by possible biases in the reconstruc-
tion of the radius. During the high precision Z
0
running
in 1994, the systematic error in the Monte Carlo due to
the uncertainty in the Moliere radius caused an error of
30 m in the reconstruction of the radius at a tower
border. After comparing the luminosity calculated with




' 130 m was derived for the method
without the nose. This corresponds to a total uncer-




The STIC calorimeter has been operating as the DEL-
PHI luminosity monitor since 1994 and has met the
design criteria by providing a luminosity measurement
with a systematic error of 0.9%
0
at LEP1.
STIC is a completely hermetic detector which extends
the calorimetric coverage of DELPHI both at low angle,
thus improving the statistical accuracy of the luminosity
measurement by a factor of two and at large angle, thus
closing a gap which existed between the old luminometer
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Figure 45. Comparison of the acoplanarity distribution
between data and simulation (top). The solid line is the
Monte Carlo data. The arrow indicates the cut used in the
analysis. Variation of the measured luminosity versus the
acoplanarity cut (bottom).
The calorimeter together with the silicon strip detec-
tor can measure the radial position of a shower with a
resolution of 100-300 m and the shower direction can
be measured with an angular resolution of 14 mrad at
45 GeV and 9 mrad at 92 GeV.
The addition of the scintillator veto system allows
DELPHI to measure the invisible Z
0
width using the
single photon trigger and it provides an eective e-
separation that can be used to eliminate possible back-
grounds in searches for new particles.
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